
GOODWE 10-25-60-80-
100KVA GRID TIED
INVERTER

DC Input
Oversizing

Safe & ReliableARC-fault circuit
interrupter

AC Output
Overloading



Specifications

    CONTACT OXBOW:  08610 OXBOW  SALES@OXBOWSA.CO.ZA  

GOODWE 10-25-60-80-100KVA GRID TIED INVERTER

10KVA/25KWH/60KWH/80KWH/100KWH

Max. DC Input Voltage (V) 1000 / 1100 / 1000 / 1000/ 1100
MPPT Range (V) 200~850 / 200~950 /  200~850 / 200~1000 / 180~1000 
Start-up Voltage (V) 180 / 180 /180 / 200 / 200
Nominal DC Input Voltage (V) 620 / 600 / 620 / 620 /600
Max. Input Current (A) 11/ 25 / 30 / 44 / 10 x 28A
Max. Short Current (A) 13.8 / 31.3 / 38 / 55 / 10 x 42A
Number of MPPTs 2 / 3 / 4 / 4 / 10
Number of Strings per MPPT 1 / 2 / 3 / 4 / 2

Nominal Output Power (W) 10000 / 25000 / 60000 / 80000 / 10000
Nominal Output Frequency (Hz) 50/60
Max. Output Current (A) 15.2 / 40 / 96 / 133 / 108
Output Power Factor ~1 (Adjustable from 0.8 leading to 0.8 lagging)
Output THDi (@Nominal Output) <2% / <3% / <3% / <3% / <3%

Max. Efficiency 98.3% / 98.7% / 98.8% / 98.8% / 98.6%
European Efficiency 98.0% / 98.4% / / 98.5 / 98.3 / 98.3%

PV String Current Monitoring Integrated
PV Insulation Resistance Detection Integrated
Residual Current Monitoring Integrated
DC Reverse Polarity Protection Integrated
Anti-islanding Protection Integrated
AC Overcurrent Protection Integrated
AC Short Circuit Protection Integrated
AC Overvoltage Protection Integrated
DC Switch Integrated
DC Surge Protection Type III (Type II Optional)
AC Surge Protection Type III (Type II Optional)
AFCI Optional
Rapid Shutdown Optional
Anti-PID Optional
PID Recovery Optional

Operating Temperature Range (°C) -25 ~60 / 30 ~ +60 / 30 ~+60 / 30~+60 / 30~+60
Relative Humidity 0~100%
Max. Operating Altitude (m) 4000 / 3000 / 4000 / 4000 / 4000
Cooling Method Smart Fan Cooling
Display LED, (LCD Optional), WLAN+APP
Communication RS485, Wi-Fi or 4G or PLC(Optional)
Communication protocols Modbus-RTU (SunSpec Compliant)
Weight (kg) 24 / 40.0 / 64 / 70 / 89 

 Noise Emission (dB) <65
Self-consumption at Night (W) <1 / <1 / <1/ <1 / <2
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